Running MacLogic Under SheepShaver on Mac 0SX (Readme)

Now that you have downloaded and extracted the zip file maclogic_osx.zip, you
you should have a folder called maclogic_osx on your machine that looks like this:
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ol disk.img Today, 6:18 PM

: KOMNSTANZTTF Aug 28, 1992, 5:14 AM

[3] MacLogic Today, 6:34 PM

= maclogic_guide.pdf Apr 20, 2006, 1:35 PM

-__~ maclogic_manual.pdf Aug 19, 1999, 7:05 AM
: 4 MaclLogic_Settings Dec 25, 2006, 8:07 PM

M PowerPC.rom Oct 17, 1598, 7:38 PM
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All you need to do now is set three preference panes using the MacLogic Settings
program. To do this, just run the MacLogic_Settings program. The first of three
preference panes should look like the following:



een SheepShaver Preferences

[ Setup | Audio / Video  Miscellaneous

Volumes

disk.img

( Add... ',I It' Create... ',I Il' Remove ',I

L1

ROM File fhaclﬂgic_ﬂsxfpnwerPC.rnm
Unix Root  / RAM Size (MB) 64 .

Boot From  Any =] I Disable CD-ROM Driver

In this pane you need to (1) make sure that the location of “disk.img” is entered using
the “Add...” button (first remove the old “disk.img” location), and (2) make sure that
the path of the “PowerPC. rom” file is listed in the ROM File field (yours will be different
than what’s listed there now).

The other two panes should be set to look as follows:



86eo0o - SI_IEEpShauer Preferences

i Setup | Audio / Video  Miscellaneous 1

Video Settings

Video Type r Window
Refresh Rate ' 7.5 Hz

Width 640
Height 480

" QuickDraw Acceleration

(& ()

Audio Settings

E Disable Sound Qutput

QOutput Device [dev/dsp

Mixer Device fdev/mixer

and



8een SheepShaver Preferences

Setup  Audio / Video | Miscellaneous 1 I|

CPU Options [

W Ignore lllegal Memory Accesses |
W Don't Use CPU When Idle ’
™ Enable JIT Compiler i
| Enable built-in 68k DR Emulator (EXPERIMENTAL) |

Mouse [Keyboard |

| Use Raw Keycodes

Mouse Wheel Function Cursor Up/Down T]

Lines to Scroll 3 =

Serial fNetwork

Modem Port Device: /dev/cu.Bluetooth-Modem

Printer Port Device: /dev/null

Ethernet Interface: i

L]

Once these three panes are set, you can quit the MacLogic_ Settings program.

Now, you should be ready to run MacLogic. Go ahead and double-click the MacLogic
icon in this maclogic_osx folder. This should run Mac OS 7, and then MacLogic.

[There is one more (optional) thing you can do, and that is to install the MacLogic font
(in KONSTANZ . TTF on in the maclogic_osx folder) into 0SX. Note: you should be
able to copy and paste text from 0S 7 to 0SX. This is useful for copying proofs from
MacLogic into a Mac Word Processor. You don’t need to do this in order to run Ma-
cLogic (only to copy and paste). But, it is useful to do so.]

See maclogic guide.pdf & maclogic manual.pdf for tips on using MacLogic.



